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Fiberglass Insulated Gasketed

Lid with Stainless Steel Bolts

Orenco cold weather
Discharge Assembly (CW)
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965 WESTSHORE DRIVE
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LIC. EXP. 11/30/2007

4/20 Land Plan Changes
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19"

Fiberglass Insulated Gasketed

Lid with Stainless Steel Bolts

Orenco cold weather
Discharge Assembly (CW)

13"

6"

4"

19"

35"

12" Biotube Duplex Pump Vault
Orenco Model:  PVU 68 24-25

Recirculation splitter valve
Orenco Model #: RSV4U

Two High head pumps
(3/4 hp; 230 v.)
Orenco Model #: P500712
with VeriComm TCOM-DAX/DAX2 PTROCS/PTROCS
HT SA GFI Control Panel

Low level alarm/Redundant Off

Override timer

High level alarm/Lag enable

MF3A float assembly

Inlet

12" Biotube Duplex Pump Vault
Orenco Model:  PVU 78 24-25
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       LAKE COUNTY
   INDIVIDUAL SYSTEM
   DISPOSAL SYSTEM
         DESIGNER

LIC. EXP. 12/31/2007

31"

45"

PVC Riser with Grommet(s)

(bond to tank adapter with

the recommended adhesive)

Discharge Assembly

Discharge to Filter

Flexible Hose

Flow Inducer

Vault Inlet Ports

Drain Port

Duplex Orenco Effluent Pumps

Level Control

Float Assembly

Final Discharge

Slope Ground

Away from Riser

Return

From Filter

Effluent From

Septic Tanks

Recirculating

Splitter Valve

Fiberglass Insulated
Gasketed Lid
with Stainless Steel Bolts

Conduit to

Control Panel

Tank Adapter (cast or bolted)

Filter Cartridge

Recirculating Splitter

Valve Top View

Recirculating Filter Pumping System
use Xerxes 6000 Gallon Tank (Above left)

Stinger (field cut)

(RSV)

80 % of Tank Depth \+-

(typical)

>50% Tank Depth

Redundant OFF/

Low Level Alarm

Override Timer
ON/OFF

High Level Alarm/
Lag ON Pump

PVC Splice Box

with Cord Grips

Enable
Screened

TCOM = CUSTOM TELEMETRY W/ DEDICATED PHONE LINE
DAX/DAX2 = DUPLEX ALTERNATING FOR RECIRCULATION BLEND
                     TANK AND DISPOSAL TANK 230V
PT = PROGRAMMABLE TIMER
RO = REDUNDANT OFF/LOW LEVEL ALARM
CS = CURRENT SENSOR
HT = ANTI-CONDENSATION HEATER
SA = SURGE ARRESTOR
FS = FAN SENSOR
GRI = GROUND FAULT INTERUPTOR

Note:
1)  One Orenco Advantex AX100 Media Filter
      has a loading rate of 2500 gal. per day with
      a peak loadiung rate of 5000 gal. per day.
2)   For the system proposed the two Ax100 media
      filters have a combined loading rate of 5000
      gal per day with a max loading rate of 10000
      gal per day
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